PUMP PACKAGE SHALL BE SUPPLIED BY BARNEY'S PUMPS INC. IN LAKELAND (863-665-8500),
CORAL SPRINGS (954-346-0669), OR JACKSONVILLE (904-260-0669), FL.

PUMP DATA TABLE

PUMP MODEL

IMPELLER DIAMETER
PUMP DESIGN CAPACITY
PUMP DESIGN TDH
HORSEPOWER
VOLTAGE

PHASE

DISCHARGE SIZE

GPM
FT
HP
v
PH

NOTES:CONTRACTOR TO VERIFY VOLTAGE AND PHASE

ENCLOSURE AND DEADFRONT LAYOUT (TYPICAL)

(OUTER DOOR REMOVED)

d

BREAKERS

ELEVATIONS

RICICICIOION,

TOP OF WET WELL
INLET INVERT

HIGH WATER ALARM
LAG PUMP ON

LEAD PUMP ON

PUMP OFF

BOTTOM OF WET WELL

QTY (3) 2" DIA. GROMMET HUBS
(SHIPPED LOOSE)

METER BY OTHERSE

SS POLES W/CAPS OR CONCRETE MOUNTING
POSTS AND SERVICE DISCONNECT WITH LIGHTNING
ARRESTOR PER LOCAL CODE (BY CONTRACTOR)

N

WET WELL/VALVE BOX LAYOUT

GAUGE PORT WITH SHUT OFF VALVE —\

A\

GENERAL NOTES

PUMPS SHALL BE OF THE SUBMERSIBLE TYPE (MANUFACTURED BY HYDROMATIC, KSB OR HOMA). EACH PUMP SHALL BE MOUNTED ON A
@4" RAIL SYSTEM. THE RAIL SYSTEM SHALL BE SELF ENGAGING RESULTING IN A LEAKPROOF COUPLING. THE RAIL SYSTEM SHALL INCLUDE
THE BASE ELBOW, DISCHARGE FLANGE ASSEMBLY, 316SS GUIDE RAILS, 316SS UPPER GUIDE BRACKET, 316SS LIFTING BAIL AND CABLE,
AND A SIX-HOOK 316SS CABLE HOLDER. THE RAIL SYSTEM SHALL BE MOUNTED AND PRE-PIPED BY THE PUMP SUPPLIER.

PUMP CONSTRUCTION
THE PUMP VOLUTE, MOTOR AND SEAL HOUSING SHALL BE CONSTRUCTED OF CAST IRON. ALL EXTERNAL FASTENERS SHALL BE SERIES
300 STAINLESS STEEL. THE PUMP SHAFT SHALL BE CONSTRUCTED OF SERIES 416 STAINLESS STEEL.

IMPELLER
THE IMPELLER SHALL BE OF SOLIDS-HANDLING CONSTRUCTION. THE IMPELLER SHALL BE STATICALLY AND HYDRAULICALLY BALANCED.

MOTOR

THE MOTOR SHALL BE MOUNTED IN A SEALED, SUBMERSIBLE TYPE HOUSING. THE MOTOR WILL HAVE TWO HEAVY-DUTY BALL BEARINGS;
ONE UPPER (RADIAL) AND ONE LOWER (THRUST), TO SUPPORT THE SHAFT. THE MOTOR SHALL BE EQUIPPED WITH A WINDING
THERMOSTAT THAT IS WIRED TO SHUT THE MOTOR OFF IN CASE OF MOTOR OVERHEATING.

THE PUMP SHALL HAVE TWO MECHANICAL SEALS, MOUNTED IN TANDEM WITH AN OIL CHAMBER BETWEEN THE SEALS. THE PUMP SHALL
BE EQUIPPED WITH A SEAL LEAK DETECTION PROBE AND WARNING SYSTEM BY USING A SEAL FAILURE SENSOR INSTALLED IN THE SEAL

WET WELL SHALL BE PRE-CAST CONCRETE AND SECTIONS SHALL BE REINFORCED IN CONFORMING WITH ASTM C478 AND C913 (LATEST
REVISIONS). CONTRACTOR SHALL SUPPLY WET WELL AND SHALL CONFIRM UNITS ARE STRUCTURALLY SOUND FOR DEPTH REQUIRED.

THE VALVE BOX SHALL BE CONCRETE WITH AN ALUMINUM LOCKABLE COVER.

VALVES SHALL BE SEWAGE SWING CHECK WITH CLEAN-OUT PORTS AND BRASS GATE VALVES.

THE HATCH COVERS SHALL ALLOW FOR MAXIMUM ACCESS TO THE WET WELL AND VALVE BOX. THE HATCH COVER SHALL BE ALUMINUM
WITH STAINLESS STEEL HARDWARE, RATED FOR 300 PSF OR GREATER. THE HATCH COVER SHALL INCLUDE A SINGLE OR DUAL DOOR OF
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DIMENSIONS SPECIFIED BY THE PUMP MANUFACTURER FOR PROPER PUMP CLEARANCE. THE COVER SHALL BE MANUFACTURED BY USF
FABRICATION, OR EQUAL.

FLOATS

FLOATS SHALL BE ANCHOR SCIENTIFIC ROTO-FLOATS OR EQUAL.

CONTROLS

THE CONTROL PANEL SHALL BE UL508 LISTED. ENCLOSURE SHALL BE PROVIDED IN 4X POLYCARBONATE. THE PANEL SHALL INCLUDE AN
ALTERNATING CONTROL SCHEME (DUPLEX AND ABOVE), MAIN CIRCUIT BREAKER, GENERATOR RECEPTACLE, HIGH LEVEL ALARM LIGHT
AND HORN, ELAPSED TIME METERS, VOLTAGE OR PHASE MONITOR, SEAL FAILURE AND OVERLOAD SENSORS. THE LIGHTNING ARRESTOR
SHALL BE PROVIDED BY BARNEY'S PUMPS AND INSTALLED BY CONTRACTOR.

WARNING UGHT\ AUXILIARY POWER HOOKUP (OPTIONAL)
O O s ALARM\ V_ ALUMINUM ACCESS COVER WITH LOCKING HASP, SS HARDWARE-300LBS/FT LOADING ELECTRICAL
O On LATCH N f AL ELECTRICAL WORK SHALL BE IN ACCORDANGE WITH LOGAL GODES.
= = o _ "DIA. VENT W/ SS BUG SCREEN
@ @ M GFI M AsB CONTROL PANEL WITH—T] SUPPLIER
R R LOCKING PROVISION '™ \ALARM SILENCE BUTTON PUMP SUPPLIER SHALL PROVIDE SUBMERSIBLE PUMPS, SLIDE RAIL ASSEMBLIES, CONTROL PANEL, FLOAT SWITCHES, ALUMINUM HATCHES
[ & HOA i 17 U I] u WET WELL/VALVE BOX CONNECTION AND ACCESSORIES TO INSURE PROPER OPERATIONS AND WARRANTY.
2" DIA. CONDUIT QTY. 3—1T (BY CONTRACTOR)
FOR PUMP, POWER CABLES, SENSOR 95 GUIDE RAIL BRACKETS
T CABLES AND FLOATS (BY CONTRACTOR).
< ALUMINUM ACCESS COVER FDEP REQUIRMENTS
4X POLYCARBONATE HOSE 138 AND BFP (BY OTHERS) S5 HOOK CABLE HOLDER WITH LOCKING HASP % HOSE BIB SECURED BY WOODEN POST  PROVIDE 3/4" WATER LINE WITH A 3/4" RPZ.
ENCLOSURE (INSTALL PER LOCAL CODES) ® W/ GALVANIZED STRAPS ALL ELECTRICAL PANELS SHALL BE ABOVE THE 100 YEAR FLOOD ELEVATION.
ke GRADE TOP OF WET WELL 4 ak GRADE
. . I ¥" REDUCER BACKFLOW ASSEMBLY (OR
1. a 'APPROVED EQUAL)
- —SIGN SUPPLIED BY CONTRACTOR. SIGN TO
LEGEND \ FeRO0E » BE MADE OF ALUMINUM AND ATTACHED
. —y T0 COVER BY RIVETS IN 6 PLACES.
ABBR DESCRIPTION ) % WATER SERVICE
ENC ENCLOSURE, POLYCARBONATE, NEMA 4X M o
MCB MAIN CIRCUIT BREAKER : - 1"X3 COUPLING - v
ECB EMERGENCY CIRCUIT BREAKER FIELD TERMINALS K A DIA. GATE/PLUG VALVE LERAED T EMERGENCY CONTACT
PCB1,2 PUMP CIRCUIT BREAKER f- - - (XXX) XKK-XXKX N
cCB CONTROL CIRCUIT BREAKER 1{213141516(7{8{911011112/1314 . . 2 DIA. DRAN DRAN/TRAP  — — DYA CHECK VALVE = s 0 8
GFICB GFI CIRCUIT BREAKER N2 ®®® NZNZN INVERT ELEVATION 4 (BY CONTRACTOR) \\_
GR GENERATOR RECEPTACLE | ERRERE — : 1" WATER SERICE BACKEROLND EMERGENCY
GFl GFI RECEPTACLE SlElEEEE + |~ SSLIFTING CABLE/CHAN CONTACT INFORMATION SIGN TO
AL ALARM LIGHT SEEIEER . o BE PLACED ON THE FRONT OF
v GEERGEE CONCRETE WET WELL BASIN . LT _ "DIASCH. 80 PVC DISCHARGE PIPE CONTROL PANEL. SIGN LETTERS
AH ALARM HORN A CERCE \ | Ll — HOSE BIB DETAIL (LocaL copes PREVAIL) TOBE 2! MIN. HioH
LEAD [y (= (=Y el (= (o] =
HOA HAND OFF AUTO SWITCH o SFFRERP 14 _//_
RL RUN LIGHT (GREEN) © HicH WATER ALARM—— ] 1= S8 LIFTING BAIL EMERGENCY NOTICE SIGN
ETM ELAPSED TIME METER M M2 a ,’ 4/_ CONTRACTOR IS TO PROVIDE AND POST AN UNOBSTRUCTED SIGN (12"X12" WITH 2" LETTERING) MADE OF DURABLE WEATHER
. /O Pyl RESISTANT MATERIAL AT A LOCATION VISIBLE TO THE PUBLIC WITH A TELEPHONE NUMBER FOR A POINT OF CONTACT IN CASE
PUMP SENSOR CORDS LAG PUMPS ON_/-’ .4 OF EMERGENCY AS SHOWN ABOVE
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ALL PANELS SHALL BE UL LISTED AND CONFORM TO FLORIDA DEP 62-604 ® puwes ot = == FILLET m
1) GENERATOR RECEPTACLE WITH INTERLOCK FOR EMERGENCY POWER CONNECTION. : | < /_
2) SURGE AND LIGHTNING PROTECTION SHALL BE PROVIDED BY CONTRACTOR AND MOUNTED EXTERNAL TO THE CONTROL PANEL " ] L PO BOX 3529, LAKELAND, FL 33802 PHONE: (863) 665-8500
3) PHASE OR VOLTAGE MONITOR SHALL BE PROVIDED IN CONTROL PANEL. (© BoTTOM OF WET WELL b / CUSTOMER:
4) ALL PANELS, WET WELL, VALVE BOX, AND ACCESS DOORS SHALL HAVE LOCKABLE MECHANISMS. CONTRAGTOR TO PROVIDE KEYED LOCKS. w ” el -
5) POST UNOBSTRUCTED SIGN MADE OF DURABLE WEATHER RESISTANT MATERIAL WITH THE FOLLOWING T Ta PR R PROPRIETARY — THE MATERIAL ON THIS PRINT IS [JOB NAME: SALESPERSON:
. A < N . - -
e oY CONTACT - = : PROPRIETARY AND THE PROPERTY OF BARNEYS | —___
: : REV.
6) THE CONTROL PANEL SHALL BE SUITABLY INSTALLED TO PREVENT SETTLING OR TIPPING PUMPS INC. (BPI) AND NOT TO BE REPRODUCED,
CONCRETE DUPLEX GRINDER LIFT STATION
7) FLOAT SWITCHES SHALL BE UL LISTED. PUBLISHED OR DISCLOSED TO OTHERS WITHOUT - - - A
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